
STATE OF UTAH

DIVISIONOF OIL, GAS AND MINING 5.LEASEDESIGNATIONANDSERIALNO.

ML-44305
6. IF INDIAN, ALLOTTEE OR TRIBE NAME

APPLICATION FOR PERMIT TO DRILL, DEEPEN
la TYPEOFWORK DRILL |x |DEEPEN I I 7.UNITAGREEMENTNAME

lb TYPE OF WELL

SINGLE MULTIPLE . 8. FARM OR LEASE NAME

OIL |X | GAS | | OTHER ZONE ZONE | | Odekirk Spring
2. NAME OF OPERATOR 9. WELL NO.

Inland Production Company #13-36-8-17
3. ADDRESS AND TELEPHONE NUMBER: 10.FIELD AND POOL OR WILDCAT

P.O. Box 790233 Vernal, UT 84079 Phone: (801) 789-1866 Monument Butte
4. LOCATION OF WELL (FOOTAGE) ll. QTR/QTR, SECITON,TOWNSHIP, RANGE. MBRIDIAN

At serace SWISW SW/SW
At proposed Producing Zone o60' FSL & 660' FWL Sec. 36, TSS, R17E

14.DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. County 13.STATE

15.2 Miles southeast of Myton, UT Uintah UT
15.DIFFANCEFROM PROPOSED* LOCATIONTO NEAREST PROPERTY 16.NO. OF ACRES IN LEASE 17.NO. OF ACRES ASSIGNED TO THIS WELL

OR LEASE LINE, FT.(Also to nearest drig. unit line, ifany)

660' 640 40
18.DISTANCEFROM PROPOSED LOCATION* TO NEAREST WELL, 19.PROPOSED DEPTH 20. RUTARY OR CABLETOOLS

DRILLING, COMPLETED,OR APPLIED FOR ON THIS LEASE, FT.

6500' Rotar
21. ELEVATIONS(Show whether DF, RT, GR, etc) 2. APPROX. DATE WORK WILL START*

5034.7' GR |4thQuarter 1998

23. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE SIZE OF CASING WEIGHr/FooT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24# 300' 120 sx
7 7/8 5 1/2 15.5# TD 400 sx followed by 330 sx

See Detail Below

DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give date on present productive zone and proposed new productive zone. Ifproposal is to drill or deepen directionally, give pertinent data o

subsudace locations and measured and true vertical depths. Give blowout preventer program, if any.

The actual cement volumes will be calculated off of the open hole logs, plus 15% excess:

SURFACE PIPE - Premium Plus Cement, w/ 2% Gel,2% CaCl2,1/4# Flocele/sk
Weight: 14.8 PPG YIELD: 1.37 Cu Ft/sk H2O Req: 6.4 gallsk

LONG STRING - Lead: Hibond 65 Modified
Weight: 11.0 PPG YIELD: 3.00 Cu Ft/sk H2O Req: 18.08 gallsk

Tail: Premium Plus Thixotropic
Weight: 14.2 PPG YIELD: 1.59 Cu Ft/sk H2O Req: 7.88 gallsk

24. Regulatory
Name & Signa re Ê ÊN I A Title: Compliance Specialist Date: /9Ñ

heryl meron

(IllisNi sacbe Ss relise on!

- APPROVAL:

*See Instructions On Reverse



INLAND PRODUCTION CO.

TBS, Ri7E S.L.B.&M. Welllocotion, ODEKIRK SPRING #13-36-8-17,
' located os shown in the SW 1/4 SW 1/4 of

Section 36, T8S, R17E, S.L.B.&M. Uintah
County, Utah.

Bras Cop,

NB95231'T 2646.32' (Meas.) SB959'4J'T 2632.97' (Meas.)
"'°"' BASIS OF ELEVATION

Brass Cap Brass Cap SPOT ELEVATION AT THE NORTHWESTCORNER OF SECTION

36, T8S, R17E, S.L.B.&M, TAKEN FROM THE PARIETTE DRAW

SW QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTE
QUAD. (TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED
STATES DEPARTMENT OF THE INTERIOR, GEOLOGICALSURVEY.

SAID ELEVATIONIS MARKED AS BEING 5034 FEET.

36 o o o

Ðrass Cap

NOTE:
PROPOSED LOCATION BEARS N44°58'09"E SC A LE

933.43' FROM THE SOUTHWESTCORNER
OF SECTION 36, T8S, R17E, S.L.B.&M. CERTIFICAT 11110µ,

LAN -

THIS IS TO CERTIFY THAT THE ABO S ·PR M

FIELDNOTES OF ACTUAL SURVEYS ¥" ME OR UNUÇ
SUPERVISION AND THAT THE SAMEA TRUE AND CORRECf E

BEST OF MY KNOWLEDGEAND BE AO.

4 ODEK/RK SPRING /13-36-8-17 .
a

,N
REG RED• AND SURVE

660°
Elev. Ungraded Ground = 5035' REGIS NG...16131

STATE ()¶

89'59'o" oE
(C.L.O.) UINTAH ENGINEERING & I.,AND SURVEYING

85 SOUTH 200 EAST - VERNAL, UTAH 84078

Bross coA (435) 789-1017
Pi/e of Stones

SCALE DATE SURVEYED: DATE DRAWN:

LEGEND: 1" = 1000' 12-18-97 2-2-98

PARTY REFERENCES
=

90° SYMBOL G.S. K.R. J.F. C.B.T. G.L.O. PLAT
= PROPOSED WELL HEAD- WEATHER FILE

A = SECTION CORNERS LOCATED. COOL INLANDPRODUCTION



STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING 5.LEASEDESIGNATIONANDSERIALNO.

ML-44305
6. IF INDIAN, ALLOTTEE OR TRIBENAME

APPLICATION FOR PERMIT TO DRILL, DEEPEN
la TYPEOFWORK DRILL lx |DEEPEN. I I 7.UNITAGREEMENTNAME

lb TYPE OF WELL

SINGLE MULTIPLE 8. FARM OR LEASE NAME

OIL |X GAS | | OTHER ZONE ZONE | | Odekirk Spring
2. NAME OF OPERATOR 9. WELL NO.

Inland Production Company #13-36-8-17
3. ADDRESS AND TELEPHONE NUMBER: 10.FIELD AND POOL OR WILDCAT

P.O. Box 790233 Vernal, UT 84079 Phone: (801) 789-1866 Monument Butte
4. LOCATION OF WELL (FOOTAGE) 11. QTR/QTR, SECTION, TOWNSHIP,RANGE, MERIDIAN

At surface SWISW SWISW
At proposed Producing Zone 660' FSL & 660' FWL Sec. 36, TSS, R17E

14. DISTANCEIN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. County 13. STATE

15.2 Miles southeast of Myton, UT Uintah UT
15.DISTANCEFROM PROPOSED* LOCATION TO NEAREST PROPERTY 16 NO. OF ACRES IN LEASE 17.NO. OF ACRES ASSIGNED TO THIS WELL

OR LEASE LINE, FT.(Also to nearest ddg. unit line, if any)

660' 640 40
18.DISTANCE FROM PROPOSED LOCATION* TO NEAREST WELL, 19.PROPOSED DEFTH 20. RUTARY OR CABLE TOOLS

DRILLING, COMPLETED,OR APPLIED FOR ON THIS LEASE, FT.

6500' Rota
21. ELEVATIONS(Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

5034.7' GR 4th Quarter 1998
23. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE SIZE OF CASING WEGHT/FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24# 300' 120 sx
7 7/8 5 1/2 15.5# TD 400 sx followed by 330 sx

See Detail Below
DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give date on present productive zone and proposed new productive zone. If proposal is to drill or deepen directionally, give peitinent data o

subsurface locations and measured and true veltical depths. Give blowout preventer program, if any.

The actual cement volumes will be calculated off of the open hole logs, plus 15% excess:

SURFACE PIPE - Premium Plus Cement, w/ 2% Gel,2% CaCl2, 1/4# Flocele/sk
Weight: 14.8 PPG YIELD: 1.37 Cu Ft/sk H2O Reg: 6.4 gal/sk

LONG STRING - Lead: Hibond 65 Modified
Weight: 11.0 PPG YIELD: 3.00 Cu Ft/sk H2O Req: 18.08 gallsk
Tail: PremiumPlus Thixotropic
Weight: 14.2 PPG YIELD: 1.59 Cu Ft/sk H2O Reg: 7.88 gallsk

2N

ne & s gna a a Q Title: Om i
cye

Specialist Date: /Î /9Ñ
heryl eron

(This space for State use only)

API Number Assigned: Û Ñ 7- ( J Û APPROVAL:

*See Instructions On Reverse
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INLAND PRODUCTION CO.

i

TBS Ri'7E S. L.B. &M. Well location, ODEKlRK SPRING #13-36-8-17,
' ' located as shown in the SW 1/4 SW 1/4 of

Section 36, T8S, R17E, S.L.B.&M. Uintah

Bras Cop,
COunty, Utah.

NB952'J1'T 2646.32' (Meas.) S8959'4J'T 2632.97' (Meas.)
"' BASIS OF ELEVATION

Brass Cap Ðrass Cap
SPOT ELEVATION AT THE NORTHWESTCORNER OF SECTION
36, T8S, R17E, S.L.B.&M. TAKEN FROM THE PARIETTE DRAW
SW QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTE
QUAD. (TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED
STATES DEPARTMENTOF THE INTERIOR, GEOLOGICAL SURVEY.
SAID ELEVATION IS MARKED AS BEING 5034 FEET.

o
^o

-

^o

36 o o o
o o - o

Brass Cap

NOTE:
PROPOSED LOCATION BEARS N44°58'09"E z SC A LE
933.43' FROM THE SOUTHWEST CORNER
OF SECTION 36, TBS, R17E, S.L.B.&M. CERTIFICAT

t.AND
THIS IS TO CERTlFY THAT THE ABO S•PR M

FIELD NOTES OF ACTUAL SURVEYS ¥' ME OR UNbÇ
SUPERVISION AND THAT THE SAM UE AND CORREC.T E
BEST OF MY KNOWLEDGEAND BE No. 3 · g

ODEK/RK SPRING /13-16-8-17 - · .·
"

REG RED • AND SURVE'(8
660 Dev. Ungraded Ground = 5035' REGIS MG...16131

STATE Q¶

89 59'o oE
(G.L.O.) og UINTAH ENGINEERING & LAND SURVEYING

85 SOUTH 200 EAST - VERNAL, UTAH 84078
Brass « ap (435) 789-1017
Pile of Stones

SCALE DATE SURVEYED: DATE DRAWN:

LEGEND: 1" = 1000' 12-18-97 2-2-98
PARTY REFERENCES

=
90° SYMBOL G.S. K.R. J.F. C.B.T. G.L.O. PLAT

= PROPOSED WELL HEAD. WEATHER FILE

A = SECTION CORNERS LOCATED. COOL INLANDPRODUCTION
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INLAND PRODUCTION COMPANY

ODEKIRK SPRING #13-36-8-17
SWISW SECTION 36, TSS, R17E

UINTAH COUNTY, UTAH

TEN POINT WELLPROGRAM

L GEOLOGIC SURFACE FORH4 TION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0'- 1730'
Green River 1730'
Wasatch 6500'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER,OIL, GAS OR MINERALS:

Green River Formation 1730' - 6500' - Oil

4. PROPOSED CASING PROGRAM

8 5/8", J-55, 24# w/ ST&C collars; set at 300' (New)
5 1/2", J-55, 15.5# w/ LT&C collars; set at TD (New)

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operators minimum specifications for pressure control equipment are as follows:

A 8" Series 900 Annular Bag type BOP and a 8" Double Ram Hydraulic unit with a closing unit
will be utilized. Function test of BOPS's will be checked daily.

(See Exhibit F)

6. TYPE AND CHARACTER15TICS OF THE PROPOSED CIRCULATION MUDS:

The well will be drilled with fresh water through the Uinta Formation. From the top
of the Green River Formation @3050' + , to TD, a fresh water/polymer system will be
utilized. If necessary to control formation fluids, the system will be weighted with the
addition of bentonite gel, and if conditions warrant, barite. Clay inhibition will be achieved
with additions of 5 lb. - 8 lb. per barrel of DAP (Di-Ammonium Phosphate, commonly known
as fertilizer). This fresh water system will contain Total Dissolved Solids (TDS) of less than
3000 PPM. Neither potassium chloride or chromate's will be utilized in the fluid system. The

anticipated mud weight is 8.4 ppg and weighted as necessary for gas



ODEKIRK SPRING #13-36-8-17

AIR DRILLING

In the event that the proposed location be "Air Drilled", Inland requests a variance to regulations
requiring a straight run blooie line. Inland proposes that the flowline will contain two (2) 90
degree turns. Inland also requests a variance to regulations requiring an automatic ignitor or
continuous pilot light on the blooie line. Inland requests authorization to ignite as needed, and the
flowline at 80'.

Inland Production Company requests that the spark arrest, exhaust, or water cooled exhaust
be waived under the Special Drilling Operations of Onshore Order #2.

MUD PROGRAM MUD TYPE

Surface - 320' Air
320' - 4200' Air/Mist & Foam
4200' - TD The well will be drilled with fresh water through the Green
River Formation @4200' ±, to TD, a fresh water/polymer system will be utilized. If necessary
to control formation fluids, the system will be weighted with the addition of bentonite gel, and if
conditions warrant, barite. Clay inhibition will be achieved with additions or by adding DAP (Di-
Ammonium Phosphate, commonly known as fertilizer.) Typically, this fresh water/polymer
system will contain Total Dissolved Solids (TDS) of less than 3000 PPM. Neither potassium
chloride or chromates will be utilized in the fluid system. The anticipated mud weight is 8.4
ppg and weighted as necessary for gas control.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
threads.

8. TESTING, LOGGING AND CORING PROGRAMS:

No drill stem testing has been scheduled for this well. It is anticipated at this time that
the logging will consist of a Dual Induction Laterolog, Gamma Ray/Caliber from TD to
base of surface casing @300'±, and a Compensated Neutron-Formation Density Log.
Logs will run from TD to 3500' ±. The cement bond log will be run from PBTD to cement
top. An automated mud logging system will be utilized while drilling to monitor and record
penetration rate, and relative gas concentration, in the fluid system.

9. ANTICIPATED ABNORM4L PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 2000 psi. It is not anticipated that abnormal
temperatures will be encountered; nor that any other abnormal hazards such as H2S will be
encountered in this area.

10. ANTICIPATED STARTING DATE AND DURATION OF TIIE OPERATIONS:

It is anticipated that the drilling operations will commence the forth quarter of 1998,
and take approximately six days to drill.



O O
INLAND PRODUCTION COMPANY

ODEKIRK SPRING #13-36-8-17
SWISW SECTION 36, TSS, R17E

UINTAH COUNTY, UTAH

THIRTEEN POINT WELL PROGRAM

L EXISTING ROADS

See attached Topographic Map "A"

To reach Inland Production Company well location site Odekirk Spring'#13-36-8-17 located in
the SW ¼ SW ¼ Section 36, T8S, Rl7E, S.L.B. & M. Uintah County, Utah:

Proceed westerly out of Myton, Utah along Highway 40 - 1.5 miles + to the junctionof this
highway and Utah State Highway 53; proceed southerly along Utah State Highway 53 - 10.6
miles to its junctionwith an existing dirt road to the northeast; proceed northeasterly along this
road -- 3.1 miles to the proposed access road to the proposed 15-35 location; proceed southeasterly
0.2 miles to the proposed access road to the proposed 16-35 location; proceed easterly 0.2 miles to
the beginning of the proposed access road, to be discussed in Item #2.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 216 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads
are maintained by County Crews.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads required for access during the drilling, completion and production phase will be
maintained at the standards required by the State of Utah, or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing road surfaces and for snow
removal.

2. PLANNED ACCESS ROAD

Approximately 0.2 miles of access road is proposed.
See Topographic Map "B".

The proposed access road will be an 18" crown road (9" either side of the centerline) with
drainage ditches along either side of the proposed road whether it is determined necessary in order
to handle any run-off from normal meteorological conditions that are prevalent to this area. The
maximum grade will be less than 8%.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards



ODEKIRK SPRING #13-36-8-17

All construction material for this access road will be borrowed material accumulated during
construction of the access road.

3. LOCATION OF EXISTING WELLS

See Exhibit "D".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum the entire contests of the largest tank within the facility battery.

Tank batteries will be built to State specifications.

All permanent (on site for six (6) months or longer) structures, constructed or installed
(including pumping units), will be painted Desert Tan. All facilities will be painted
within six months of installation.

5. LOCATION AND TYPE OF WATER SUPPLY

Inland Production Company has purchased a 3" water connection with Johnson Water District
to supply the Monument Butte, Travis, and Gilsonite oil fields. Johnson Water District has
given permission to Inland Production Company to use water from this system, for the purpose
of drilling and completing the Odekirk Springs #13-36-8-17. A temporary line may be used for
water transportation from our existing supply line, from Johnson Water District or trucked from
Inland Production Company's water supply line located at the Gilsonite State #7-32 (SW/NE Sec.
32, T8S, Rl7E), or the Monument Butte Federal #5-35 (SW/NW Sec. 35, T8S, Rl6E), or the
Travis Federal #15-28 (SW/SE Sec. 28, T8S,Rl6E). See Exhibit "C".

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERL4LS

See Location Layout Sheet - Exhibit "E".

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road.

A mineral material application is not required for this location.



ODEKIRK SPRING #13-36-8-17

7. METHODS FOR HANDLING WASTEDISPOSAL

See Location Layout Sheet - Exhibit "E".

A small reserve pit (90' X 40' X 8' deep, or less) will be constructed from native soil and clay
materials. A water processing unit will be employed to continuously recycle the drilling fluid
as it is used, returning the fluid component to the drilling rig's steel tanks. The reserve pit will
primarily receive the processed drill cuttings (wet sand, shale & rock) removed from the well
bore. Any drilling fluids which do accumulate in the pit as a result of sale-shaker carryover,
cleaning of the sand trap, etc., will be promptly reclaimed by the water recycling unit and then
returned to the steel rig tanks. All drilling fluids will be fresh water based containing DAP
(Di-Ammonium Phosphate, commonly known as fertilizer), typically containing Total Dissolved
Solids of less than 3000 PPM. No potassium chloride chromate's, trash, debris, nor any other

substance deemed hazardous will be placed in this pit. Therefore, it is proposed that no
synthetic liner be utilized in the reserve pit.

All completion fluids, frac gels, etc., will be contained in steel tanks and hauled away to
approved commercial disposal, as necessary.

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site
at the completion of the drilling activities.

Immediately upon first production, all produced water will be confined in storage tanks. Inland
requests temporary approval to transfer the produced water to Inland's nearby waterflood, for
re-injection into the waterflood reservoirs via existing approved injection wells. Within 90
days of first production, a water analysis will be submitted to the Authorized Officer, along
with an application for approval of this, as a permanent disposal method.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and none foreseen in the near
future.

9. WELL SITE LAYOUT

See attached Location Layout Sheet - Exhibit "E".

The reserve pit will be located on the north between stakes 4 & 5.

The stockpiled topsoil (first six (6) inches) will be stored on the east and northeast
corner between stakes 5 & 8.

Access to the well pad will be from the west corner, near stake #2.



ODEKIRK SPRING #13-36-8-17

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) A 39 inch net wire shall be used with at least one strand of barbed wire on top of the net.

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be cemented and/or braced in such a manner to keep tight at all
times.

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the
corner posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

10. PLANS FOR RESTORATION OF SURFACE

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for
production.

The reserve pit and that portion of the location not needed for production facilities/
operations will be re contoured to the approximated natural contours. The reserve pit
will be reclaimed within one hundred twenty (120) days from the date of well
completion . Before any dirt work takes place, the reserve pit must have all fluids
and hydrocarbons removed.

When the drilling and completion phase ends, reclamation of unused disturbed areas on
the well pad/access road no longer needed for operations, such as cut slopes, and fill
areas will be accomplished by grading, leveling and seeding as recommended by the
Authorized Officer. The seed mixture will be per State of Utah, and stated in the
conditions of approval.

b) Dry Hole Abandoned Location

At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandonment and the State of Utah will attach the appropriate
surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP - State of Utah
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12. OTHER ADDITIONAL INFORMATION

a) Inland Production Company is responsible for informing all persons in the area who
are associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, Inland is to immediately
stop work that might further disturb such materials, and contact the Authorized Officer.

b) Inland Production will control noxious weeds along rights-of-way for roads,
pipelines, well sites, or other applicable facilities. On State administered land it is
required that a Pesticide Use Proposal shall be submitted, and given approval, prior to
the application of herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during drilling operations on this well site will not
be stacked or stored on State Lands after the conclusion of drilling operations or at
any other time without State authorization. However, if State authorization is
obtained, it is only a temporary measure to allow time to make arrangements for
permanent storage on commercial facilities.

The Archaeological Cultural Resource Survey Report will be submitted as soon as it
becomes available.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations. Onshore Oil and Gas Orders, the approved plan of
operations, and any applicable Notice to Lessees. Inland Production is fully responsible for
the actions of its subcontractors. A copy of these conditions will be furnished to the field
representative to ensure compliance.

Hazardous Material Declaration

Inland Production Company guarantees that during the drilling and completion of the Odekirk
Spring #13-36-8-17, we will not use, produce, store, transport or dispose 10,000# annually of any
of the hazardous chemicals contained in the Environmental Protection Agency's consolidated list
of chemicals subject to reporting under Title III Superfund Amendments and Reauthorization Act
(SARA) of 1986. Inland also guarantees that during the drilling and completion of the Odekirk
Spring #13-36-8-17 we will use, produce, store, transport or dispose less than the threshold
planning quantity (T.P.Q.)of any extremely hazardous substances as defined in 40 CFR 355.

A complete copy of the approved APD, if applicable, shall be on location during the
construction of the location and drilling activities.

Inland Production Company or a contractor employed by Inland Production shall contact the
State office at (801) 722-3417, 48 hours prior to construction activities.

The State office shall be notified upon site completion prior to moving on the drilling rig.
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13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Cheryl Cameron

Address: P.O. Box 790233 Vernal, UT 84079

Telephone: (801) 789-1866

Certification

Please be advised that INLAND PRODUCTION COMPANY is considered to be the
operator of Well #13-36-8-17 SW/SW Section 36, Township 8S, Range 17E: Lease #ML-44305
Uintah County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4471291.

I hereby certify that the proposed drillsite and access route have been inspected, and I am
familiar with the conditions which currently exist; that the statements made in this plan are true
and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Inland Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

2/10/98 llu fa. .

Date Cher 1bameron
Regulatory Compliance Specialist
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LOCATION LAYOUT FOR

ODEKIRK SPRING #13-36-8-17
SECTION 36, T8S, R17E, S.L.B.&M.

660° FSL 600' FWL

SCALE 1" = 50'
Date: 2-2-98 E-1.1 F-0.7 E-1.8'

Drawn By C.B.T. E. 6' 8. J4.0' E. J2.9'

opsol/ Stockpi/e
.

·

· Sta. 2 90
APPROX
TOE OF

L FILL SLOPE

CLEARWA TER
UN/T AREA

I I I

PIPE RACKS
8. 34.4' Ð. 14.8'

N0e C-7.7' C-0.1'
Pir CARAcirY / \ \ ¡ \
win r or ret . Pro ,

C- 0.5
FREEBOARD B. 35.2'= 2, OJO Bb/s.

. i-- DOG HOUSE
40' ° 50' 100 Sto. 1+45

Ric - -

Ð. JS.5'
C-0.8'

PUMP
TOILET

MUD SHED

HOPPER Sje. 0+

POWER

TOOLS
sToRAGE APPROX

B. 34.6 8. J5.0' FUEL TANK TQR QF
C-7.9' C-0.] © cur scope
(stm. Pit) TR SH

Sta. 0+00

- Î. 9 J7.8'
B. J5.4' 8. 36.6'
C- 0. 7'

Proposed Access
Road

Dev. Ungraded Ground at Location Stoke = 5035.2'5034.7· UINTAH ENGINEERING & LAND SURVEYINGBev. Graded Ground at Location Stake = 86 So. 200 Ea.st * Vernal, Utah 84078 * (436)



EXHIBIT "E-1"

9 0
INLAND PRODUCTION CO.
TYPICAL CROSS SECTIONS FOR

ODEKIRK SPRING #13-36-8-17 SURseaction
SECTION 36, TSS, R17E, S.L.B.&M.

660' FSL 600' FWL '- E
1" = 50' -

I•

Date: 2-2-98
-' O

Drawn By C.B.T. ••.....

'
O

50' 100' STÖ

F/LL E/LL

SM. 2+90

, 40' 50' 100'
10

LOCA T/ON S TAKE CUT

CUT
- Einished GradeSM. 1+45

10'
40' 50' 100'

CUT

CUT SM. 0+7J S/°26= 7 1/22 '
(Except Pit)

50' 100'
Preconstruction
Grade

NOTE: SM. 0-/ 00
Topsoil should not be
Stripped Below Finished
Grade on Substructure Area.

EXCESS MATERIALAFTER
APPROXIMATE YARDAGES 5% COMPACTION = 1,540 Cu. Yds.

CUT Topsoil & Pit Backfill = 1,200 Cu. Yds.
(6") Topsoil Stripping = 870 Cu. Yds. (1/2 Pit Vol.)

Rernaining Location = 1,400 Cu. Yds. EXCESS MATERIALAfter = 340 Cu. Yds.
Reserve Pit is Backfilled &

TOTAL CUT = 2,270 CU.YDS. Topsoil is Re-distributed

FILL = 690 CU.YDS. UINTAH ENGINEERING & LAND SURVEYING
86 So. 200 East * Vernal, UtaA 84078 * (435)



EXHIBIT "F"

SCHEMATIC DIAGRAM OF 2,000 PSI BOP STACK

ORILLING NIPPLE

-FLOW LINE

FILLUP LINE

HYORIL

I I

BLIND RAMS

PIPE RAMS

ORI
SPOOL

KILL LINE CHCKE LINE

HEAD

A0JUSTA8t£Ol0KE
TOPITANO/ORMUORIASSEPARATOR

,

Om PREVENTER 2
STACKCUTLET 010KE

UNE BL£EOUNE 10 Pff ,

« - Lr NOMMM.

ON 28 2

TO PIf ,

80JUSTABLEDICKE



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 02/17/98 API NO. ASSIGNED: 43-047-33076

WELL NAME: ODEKIRK SPRING 13-36-8-17
OPERATOR: INLAND PRODUCTION COMPANY (N5160)

PROPOSED LOCATION: INSPECT LOCATION BY: 03/10/98
SWSW 36 - TO8S - R17E
SURFACE: 0660-FSL-0660-FWL TECH REVIEW Initials Date
BOTTOM: 0660-FSL-0660-FWL
UINTAH COUNTY Engineering p p g
EIGHT MILE FLAT NORTH FIELD (590) /

Geology
LEASE TYPE: STA
LEASE NUMBER: ML - 44305 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond: Federal[] State[f( Fee[]

(Number A///7¡ p g¡ ) R649-3-2
. General.

Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number su ç gag ; yygg 7 ,gy) Drilling Unit .

RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:

STIPULATIONS: DAFLtgrCE I Jt19 COPJbtT~torJr



e 0
OPERATOR: INLANDPRODUCTION (N5160)

FfELD: PARIETTE DRAW (698)

SEC. 36 TWP. 8S, RNG. 17E,

COUNTY: UINTAH UAC: R649-3-2 STATE SPACING
DIVISION OF OIL, GAS & MINING

* GRRV

• GRRV

' GR-WS • GRRV' GRRV • GRRV

• GRRV
* GRRV

• GRRV

PARIETTE DRAW F ELD
• GRRV

GRRV
HUMPBACK9-26 HUMPBACK UNIT * GRRV

GRRV
• GRRY

ODEKIRK SPG 3-36

* GRRV

ODEKIRK SPG 2.36

ODEKIRK SPG 6 36I-
GRRV

ODEKIRK SPG 5 36 ODEKlR¾ SPG 7-36

CO
' GRR V

ODEKIRK SPG 11-36

UJ
HARBOU N FEI A 34

ODEKIRK SPG 13-36

ODEKIRK SPG 14-36

GRRL
* GRRV

GRRV

EIGHT MILEFLATNORTH FIELD
• GRRV

• GRR / GRRV
• GRRV

CAS ¯LE
DRAW UNIT

* GRRV

GRRV
CASTLE DRAW 10-2R

DATE PREPARED:
18-FE
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DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

Operator: INLANDPRODUCTION COMPANY
Well Name & Number: ODEKIRK SPRING 13-36-8-17
API Number: 43-047-33076
Location: 1/4,1/4 SWISW Sec. 36 T. 8S R. 17E

Geology/Ground Water:

According to technicalpublication number 92 the base of moderately saline water may be
very near the surface in this area. High quality water may be present in sands near the
surface or in isolated sands in the Uinta Formation. This water is generally seasonal and the
sands are generally discontinuous. The proposed casing and cement program will
adequately protect and isolate any water encountered.

Reviewer: D. Jarvis

Date: 3-13-98

Surface:

THE PRE-SITE INVESTIGATION HAS BEEN PERFORMED BY FIELD PERSONNEL ON
3/3/98. JACK LYTLEWITH THE DIVISION OF WILDLIFE RESOURCES AND ED BONNER
WITH SCHOOL AND INSTITUTIONALTRUST LANDS ADMINISTRATION WERE
NOTIFIED ON 2/23/98. NEITHER CHOSE TO ATTEND.

Reviewer: DAVIDW. HACKFORD

Date: 3/4/98

Conditions of ApprovallApplication for Permit to Drill:
1. THE RESERVE PIT MUST BE CONSTRUCTED NORTH OF WELL
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03/20/98

JRB

CASINGAND CEMENTING EVALUATION
FOR APD APPROVAL

Well Name(s): Odekirk Spring wells (5)
Operator Name: Inland Production Co.

Proposed TD (feet): 6,500
Mud Type at TD: Fresh water/polymer
Mud Weight at TD (ppg): 8.4
Anticipated BHP (psi): 2000

Production String Casing Design

Diameter (inches): 5.50
Weight (Ib/ft): 15.50
Grade: J-55
Thread Type: LT&C

Collapse Strength (psi): 4040
Internal Yield Strength (psi): 4810
Joint Strength (Ib): 217,000

Collapse safety factor should exceed 1.125
Burst safety factor should exceed 1.10
Tension safety factor should exceed 1.80

Insert and copy block as necessary for intermediate or surface casing strings

Production String Cementing Program

Casing Diameter (inches): 5.50
Hole Diameter (inches): 7.88

First Stage
Cement Type: Hibond 65 Modified
Cement Volume (sx): 120
Cement Yield (cu.ft./sk): 3
Annular Volume (cu.ft./lin.ft.): 0.1733
Excess Percentage: 0.15
Anticipated Coverage Height (ft): 1755

Calculated value should exceed anticipated



O O
03/20/98

JRB

Second Stage
Cement Type: Premium Plus Thixotropic
Cement Volume (sx): 560
Cement Yield (cu.ft./sk): 1.59
Annular Volume (cu.ft.llin.ft.): 0.1733
Excess Percentage: 0.15
Anticipated Coverage Height (ft): 4445

Ed Calculated value should exceed anticipated amount.

Surface String Cementing Program

Casing Diameter (inches): 8.63
Hole Diameter (inches): 12.25

First Stage
Cement Type: Premium Plus
Cement Volume (sx): 190
Cement Yield (cu.ft.lsk): 1.37
Annular Volume (cu.ft.llin.ft.): 0.4127
Excess Percentage: 1.00
Anticipated Coverage Height (ft): 300

Calculated : Calculated value should exceed anticipated amount.

Second Stage
Cement Type:
Cement Volume (sx):
Cement Yield (cu.ft./sk):
Annular Volume (cu.ft.llin.ft.):
Excess Percentage:
Anticipated Coverage Height (ft):

Calculat · Calculated value should exceed anticipated amount.

Insert and copy blocks as necessary for additional casing strings or
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ON-SITE PREDRILL EVALUATION
Division of Oil, Gas and Mining

OPERATOR:INLAND PRODUCTION COMPANY

WELL NAME & NUMBER: ODEKIRK SPRING 13-36-8-17

API NUMBER: 43-047-33076

LEASE: ML-44305 FIELD/UNIT:8 MILE FLAT NORTH

LOCATION: 1/4,1/4 SW/SW Sec:36 TWP: 8S RNG:17E 660' FSL 660' FWL

LEGAL WELL SITING: 660'F SEC. LINE; 660'F 1/4,1/4 LINE; F ANOTHER WELL.

GPS COORD (UTM): NO READING
SURFACE OWNER: STATE OF UTAE

PARTICIPANTS
DAVID W. HACKFORD (DOGM)

BRAD MECHAM (INLAND PRODUCTION CO.)

REGIONAL/LOCAL SETTING & TOPOGRAPHY
SITE IS ON A FLAT EXTENDING AT LEAST 600' IN ALL DIRECTIONS.

DRAIMAGE IS TO THE EAST. CASTLE PEAK DRAW IS 0.25 MILES TO THE SOUTH.

SURFACE USE PLAN

CURRENT SURFACE USE: LIVESTOCK AND WILDLIFE GRAZING

PROPOSED SURFACE DISTURBANCE: 290 FEET BY 190 FEET FOR LOCATION AND

0.2 MILES FOR NEW ACCESS.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: SEE ATTACHED MAP

FROM THE GIS DATABASE.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: PRODUCTION FACILITIES

WILL BE ON LOCATION.

SOURCE OF CONSTRUCTION MATERIAL: MATERIALS WILL BE BORROWED FROM

LOCATION.

ANCILLARY FACILITIES: NONE WILL BE REQUIRED.

WASTE MANAGEMENT PLAN:
DRILLED CUTTINGS WILL BE SETTLED INTO RESERVE PIT. SEWAGE

FACILITIES, STORAGE AND DISPOSAL WILL BE HANDLED BY COMMERCIAL

CONTRACTOR. TRASH WILL BE CONTAINED IN TRASH BASKETS AND HAULED

TO A LANDFILL. ALL HAZARDOUS WASTES WILL BE DISPOSED OF OFFSITE

AT AN APPROVED
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ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: NONE

FLORA/FAUNA: NATIVE GRASSES, SALT BRUSH, PRICKLY PEAR. (LESS THAN 20%

GROUND COVER): PRONGHORN, RODENTS, RABBITS, COYOTES, SONG BIRDS.

SOIL TYPE AND CHARACTERISTICS: LIGHT BROWN, NEARLY WHITE SANDY CLAY.

SURFACE FORMATION & CHARACTERISTICS: UINTAH FORMATION, SOUTH FLANK

OF UINTAH MOUNTAINS.

EROSION/SEDIMENTATION/STABILITY: MINOR EROSION, MINOR SEDIMENTATION,

NO STABILITY PROBLEMS ANTICIPATED.

PALEONTOLOGICAL POTENTIAL: NONE OBSERVED.

RESERVE PIT

CHARACTERISTICS: 40' BY 90' AND EIGHT FEET DEEP.

LINER REQUIREMENTS (Site Ranking Form attached): NO LINER WILL BE

REQUIRED.

SURFACE RESTORATION/RECLAMATION PLAN
AS PER STATE OF UTAH, TRUST LANDS.

SURFACE AGREEMENT: STATE OF UTAH, TRUST LANDS

CULTURAL RESOURCES/ARCHAEOLOGY:AN ARCKAEOLOGICAL INVESTIGATION HAS BEEN

CONDUCTED BY AERC. A REPORT OF THIS INVESTIGATION WILL BE PLACED ON FILE.

OTHER OBSERVATIONS/COMMENTS: ONSITE WAS DONE ON A CLEAR, SUNNY DAY.

ATTACHMENTS

PHOTOS OF SITE WILL BE PLACED ON FILE.

DAVID W. HACKFORD 3/3/98 11:30 AN

DOGM REPRESENTATIVE



E aluation Ranking Criteria and Ranking Score
For Reserve and Onsite Pit Liner Requirements

Site-Specifig Fgetpre Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200
75 to 100 5
25 to 75 10 5
<25 or recharge area 15

20

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15 0
< 100 20

Distance to Nearest Municipal Well
(feet)

>5280 0
1320 to 5280 5
500 to 1320 10 0
<500 20

Distance to Other Wells (feet)
>1320 0
300 to 1320 10 0
<300 20

Native Soil Type
Low permeability 0
Mod. permeability 10 0
High permeability 20

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of 5
hazardous constituents 20

Drill Cuttings
Normal Rock 0 0
Salt or detrimental 10

Annual Precipitation (inches)
<10 0
10 to 20 5 0
>20 10

Affected Populations
<10 0
10 to 30 6
30 to 50 8 Q
>50 10

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10 0
Present 15

Final Score



Pi StaÊeof Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Ted Stewart Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

LowellP. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

March 19, 1998

Inland Production Company
P.O. Box 790233
Vernal, Utah 84079

Re: Odekirk Spring 13-36-8-17 Well, 660' FSL, 660' FWL, SW SW,
Sec. 36, T, 8 S., R. 17 E., pintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-047-33076.

erely

ohn R. Baza
ssociate Director

lwp
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District
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Operator: Inland Production Company

Well Name & Number: Odekirk Spring 13-36-8-17

API Number: 43-047-33076

Lease: ML-44305

Location: SW SW Sec. 36 T. 8 S. R. 17 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jim
Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Dan Jarvis at (801) 538-5338
or John R. Baza at (801)538-5334.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.

4. Compliance with the Conditions of Approval/Application for
Permit to Drill outlined in the Statement of Basis dated
March 13, 1998 (copy







STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIALNO.

ML-44305
1. SUNDRY NOTICES AND REPORTS ON WELLS 6. JFINDIAN,ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different ieservoir. N/A
Use "APPLICATION FOILPERMIT--" for such proposals.)

7. UNIT AGREEMENT NAME
OIL GAS
WELL X WELL OTHER NA

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY ODEKIRK SPRING

3. ADDRESS OF OPERATOR 9. WELL NO.

410 17TH STREET, SUITE 700, DENVER, COLORADO 80202 13-36-8-17
(303) 893-0102

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCAT
See also space 17 below.)
At surface MONUMENT BUTTE.

SW/SW 660 FSL 660 FWL
ll.SEC.,T.,R.,M.,ORBLK.AND

SURVEY OR AREA

SW/SW Section 36, T08S R17E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTY OR PARISH 13 STATE

43-047-33076 5034.7 GR UINTAH UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: . SUBSEQUENT REPORT OF:

TEST WATERsin;T.0FF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON' SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL (OTHER) Surface Spud

(OTHER) (Note: Report results of niultiple completion on Well

Completion or Recompletion Report and Log foim)

11DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this woik.)*

MIRU. Drl & set conductor. SPUD WELL @2:00 PM, 7/1/98. Drl & set MH & RH. Drl Kelly dn. NU cellar. RR
(compressor). Drl 21'-319'. C&C. TOH. ND cellar. Run 8-5/8" GS, 7 jt 8-5/8", 24#, J-55, ST & C csg, WHI "W92", 2000
psi WP csg head (291'). Csg set @301'. RU BJ. Pmp 20 bbl dye wtr & 20 bbl gel. Cmt w/140 sx Class "G" w/2% CC &
¼#/sk Cello Flake (15.8 ppg 1.17 cf/sk yield). Had 5 bbl cmt returns. ¼ hr - WOC.

18 I hereby certify that the foregoing is true and colaect
SIGNED

cÒ
w..wee SA \ TITLE Engineering Secretary DÁTE 7/15/98

(This space for Federal or State office use)

CON IT

OENDBO

APPROVAL, IF ANY:

TITLE D

* See Instructions On Reverse Side JUL 20 1998

OtV.0FOIL,GAS&



STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

DRILLING INSPECTION FORM

OPERATOR: TNT.AND PRODUCTTON CO COMPANY REP: MTKE WARD

WELL NAME ODRKTRK SPRTNGS #13-36-A-17 API NO 43-047-19076

QTR/QTR: RW/SW SECTION: 26 TWP: RS RANGE: 17F

CONTRACTOR· UNTON DRTT.TTNG COMPANY RIG NUMBER: #7

TATODP TOP•DRATMTR T.TN PLM TTMR• 11·10 AM DATR• 7/7/OA

SPUD DATE: DRY: 7/1/98 ROTARY: 7/1/9A PROJECTED T.D.: 6000'

OPERATIONS AT TIME OF VISIT: DRILLING AHEAD WITH DAP AT 4007'.

WELL SIGN: NO MUD WEIGHT R 2+ LBS/GAL BOPE: Y

BLOOIE LINE: Y FLARE PIT: N H2S POTENTIAL: N

ENVIRONMENTAL:

RESERVE PIT: Y FENCED: Y LINED: N PLASTIC: N
RUBBER: BENTONITE: SANITATION: (7)

BOPE TEST RECORDED IN THE RIG DAILY TOUR BOOK: YFS

CRART IN DOGHOUSE. TESTED 7/2/98. ACCUMULATOR HAS BEEN REPLACED
STNCR TART NOT.R--NO MORE TEAKTNG VAT.VE OR UNTON. 1450 PST ON
MANIFOLD: 2400 PSI ON ACCUMULATOR.

REMARKS:

(LAST HOLE WAS THE ODEKIRK SPRINGS 11-36. TD ON 7/1/98 AT 6150' &

RAN 5 ¼" PRODUCTION CASING). OPERATOR HAS SET 290' OF 8 5/8"

J55 SURFACE PIPE AT 300 FEET--CEMENTED SAME WITH 140 SXS. STATE

LOCATION. ML-44305. APD AND BOPE TEST CHARTS ARE DISPLAYED IN

DOGHOUSE. LOCATION AND RESERVE PIT ARE BUILT AS STIPULATED IN

THE STATEMENT OF BASIS FORM, PIT ON NORTH SIDE OF LEASE IN



STATE OF UTAH 3

ISION OF OIL, GAS AND MINING
RECORD OF ABANDONMENT OPERATIONS

COMPANY NAME: INLAND PRODUCTION COMPANY
WELL NAME: ODEKIRK SPRING 13-36
QTR/QTR:SW/SW SECTION: 36 TOWNSHIP: 8S RANGE: 17E
COUNTY: UINTAH API NO: 43-047-33076
TNRPROTOR· DAVTD MACKRORD TTMR· VARTOTTR DATR• 7/10/9A
SURFACE CASING SHOE DEPTH 300' CASING PULLED YES NO_X

CASING PULLED: SIZE CUT DEPTH FT/CSG RECOVERED
TESTED YES NO_X_ TESTED TO: PSI TIME:

CEMENTING COMPANY: BJ
CEMENTING OPERATIONS: P&A WELL: X

PLUG 1. SET: FROM 5793' FT. TO 5630' FT. TAGGED YES NO X
SLURRY: 50 SACKS CLASS G 1.18 YIELD. 15.6 WEIGHT NEAT

PLUG 2. SET FROM 5514' FT.TO 5388' FT. TAGGED YES NO X
SLURRY: 45 SACKS SAME AS ABOVE

PLUG 3. SET FROM 4853' FT. TO 4724'FT. TAGGED YES NO X
SLURRY: 45 SACKS SAME AS ABOVE

PLUG 4. SET FROM 4417· FT. TO 4204' FT. TAGGED YES NO X
SLURRY: 70 SACKS SAME AS ABOVE

PLUG 5. SET FROM 1595' FT. TO 1466' FT. TAGGED YES NO X

SURFACE PLUG: FROM 407' FT. TO SURFACE FT.

ALL ANNULUS CEMENTED TO SURFACE: YES X NO
PLUGGING FLUID TYPE: DAP WATER

PERFORATIONS: FROM NA FT. TO FT.
FROM FT. TO FT.

# 1 CIBP SET: NONE

# 2 CIBP SET:

INFORMATION: YES

COMMENTS: SURFACE PLUG FELL DOWN HOLE. TOP OF CASING WILL BE
FILLED WITH A FIVE TO ONE READY MIX SLURRY BEFORE MONUMENT IS
WELDED IN PLACE. TOP PLUG TOOK APPROX. 160 SACKS WITH 5
BARRELS EXCESS. CEMENT FELL DOWN HOLE AND 15 ADDITIONAL
SACKS WERE PUMPED. CEMENT AGAIN FELL DOWN HOLE. NO
PRODUCTION CASING WAS RUN IN THIS



STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIAL NO.

ML-44305
1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEE.ORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A .
Use "APPLICATION FOR PERMIT-" for such proposals.)

7. UNITAGREEMENTNAME
OIL GAS
WELL X .WELL OTHER NA

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY ODEKIRK SPRING

3. ADDRESS OF OPERATOR 9. WELL NO.

410 17TH STREET, SUITE 700, DENVER, COLORADO 80202 13-36-8-17

(303) 893-0102
4. LOCATION OF WELL (Repon location clearly and in accordance with any State requirements.* 10 FIELD AND POOL, OR WILDCAT

See also space 17.below.)
At surface MONUMENT BUTTE .

SW/SW 660 FSL 660 FWL
11. SEC., T., R., M., OR BLK. AND

SURVEY OR AREA

SW/SW Section 36, TOSS R17E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, OR, etc.) 12 COUNTY OR PARISH 13. STATE

43-047-33076 5034.7 GR UINTAH UT

16 Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data
NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATERSIIUr-OFF PULL OR ALTER CASING WATER SHUT-OFF REPAlRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL (OTHER) Weekly Status

(OTHER) (Notekpomb of m16pl enon om

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPÖSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR WEEK OF 7/2/98 -7/8/98

WOC. NU BOP's. Test BOP's. TIH w/BHA. Blowdown csg. RR (flowline). Drl plug, cmt & GS. Change head rubber &
drivers. Drl 319' - 5247'.

18 I hereby certify that the foregoing is true and corre t

SIGNED À¾cm 1 TITLE Engineering Secretary DATE 7/15/98

(This space for Federal or State office use)

APPROVED BY TITLÈ DATE

CONDITIONS OF APPROVAL, IF ANY:

JUL 20 1998
* See Instructions On Reverse Side

V.OFOIL,GAS&



DOGM Form 5

May 5, 1987

STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIAL NO.

ML-44305
1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A
Use "APPLICATION FOR PERMIT--" for such proposals.)

7. UNIT AGREEMENT NAME
OIL GAS
WELL WELL OTHER NA

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY ODEKIRK SPRING 13-36-8-17

3. ADDRESS OF OPERATOR 9. WELL NO.

410 17TH STREET, SUITE 700, DENVER, COLORADO 80202 13-36-8-17
(303) 893-0102

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
At surface MONUMENT BUTTE

SWISW 660 FSL 660 FWL
11. SEC., T., R., M., OR BLK. AND

SURVEY OR AREA

SWISW Section 36, TOBS R17E

14. API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 11 COUNTY OR PARISH 13. STATE

43-047-33076 5034.7 GR UINTAH UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data
NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDÒN* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL (OTHER) P&A

(OTHER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones peitinent to this work.)*

WEEKLY STATUS REPORT FOR WEEK OF 7/9/98 - 7/15/98 'n ECEWEPD ledl 578"3h le from/530 C60as0'wG/Union,Ri6

pp 1.18 cf/sk yield.

Plugged on 7/10/98.

Plug #2: 5514-5385' w45 sx Class "G" Neat 15.6 ppg 1.18 cf/sk yield.
Plug #3: 4853-4724' w/45 sx Class "G" Neat 15.6 ppg 1.18 cf/sk yield.
Plug #4: 4417-4204' w/70 sx Class "G" Neat 15.6 ppg 1.18 cf/sk yield. DIV.OFOlL,GAS&MINING
Plug #5: 1595-1466' w/45 sx Class "G" Neat 15.6 ppg 1.18 ef/sk yield.
Plug #6: 341'- Sfc w/150 sx Class "G" Neat (15.6 ppg 1.18 ef/sk yield.

18 I hereby certify that the foregoing is true and correct

SIGNED TITLE Engineering Secretary DATE 7/22/98

(This space for Federal or State office use)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY;

* See Instructions On Reverse





ofm CGCC-3
SUBMIT IN ICATE'

STATE OF UTAH ISeeorberin-
strucuonsd 5. LEASE DESIGNATION AND SER£AL NO.

OIL & GAS CONSERVATION COMMISSION
reverses:

ML44305

WELL COMPLETION OR RECOMPLETIONREPORTAND LOG *
" '^" ^^°"" °

ta. TYPE OF WELL:
LL LL Dar Other P&A ' 7. UNIT Aoazz.usNT NAME

b. TYPE OF COMPLETION:
New wonK - octr- Pr.ru - otrr.
WEf.L OVER EN DACK -

f.ESVR. Othef
S. PARM OB LEASE .NAME

2. aus or orsaxtoa
Odekirk Spring

Inland Production Company
9- ** . No

3. ADDRESS OF OPERATon

#13-36-8-17
10. TIELD AND POOF., 08 WILDCAT

P.O. Box 790233 Vernal, UT 84079 (435) 789-1 A66
4. .OCATIO.Y or wELL i Stp0ft 10Cation Citarig and in GCCOrdanCE taitA any State requirements). Monument Butte

At surface
11. BEC.. T.. R., M., on aLOCK AND scarsr

SW/ SW
on assa

At top prod. interval reported below 660' FSL & 660' FWL Sec. 36, TBS, R17E

At total depth
14. PER.VIT NO. DATE 1381 ED 12. COUNTY OR 13. STATE

43-047-330T6 Í 3/19/98 Ui tah UT

15. DATE SPCDDED 16. DATE T.D. REACHED 17. DATE COMPL/. íÑ€Œdy to prod.) 18. ELEVATIONS (DF, REB. BT. GB. ETC.)• 19. ZI.ET. CASINGREAD

7/1/98 7/9/98 N/A // I sny, *

20. T&TAL DEFrH. MD A TTD 21. PLUG. BACK T.D.. MD & TVD 22 IF 5tt LTIPLE COMPL., INTlLALS ROTART TOOLS CABLE TooLB

HOW .%iANT* DRILLED BT

6000' N/A
- I X |

24. PRODUCING INTERVAL(S). OF THIS CO3tPLETION--TOP. BOTTOM, NAME (MD AND TTD)• | 25. wAs osascTtoNAL
SURTET MADE

Plugged & Abandoned No

26. TTP 'ELECTRIC AND OTHER LOGS ACN
2'I. WAS WELL COEÑD

IGL/SP/GR/CAL - ËN/ÕD/GR /, No

28. CASING RECORD (Report all atringa se¢ in wen)

CASI.NG 32ZE WEIGHT. LB./FT. I DEPTH SET I MD) HOLE SizE CE3tBNTING RECORD AMOUNT PULLED

8 5/8 i 24# 301' 19 1 /A 140 sy Class G w/ 2% CC -i ½;#/sk CF

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) 30TTON (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTE SET (MD) PACEER SET (MD)

ECLtÏ\VIE
31. FzaronATros ascoao ilntervai, sur a r 2. ACID. SHOT, FRACTURE. CEMENT SQUEEZE. ETC.

DE INTERVAL (MD) I A310CNT AND KIND OF MATERIAL CSED

Plugged & Abandoned Agg 3 1 1998 A

DIV.0FOIL,GAS&MlllNG
33.* C ÔN

DATE FIRST PRODUCTION PRODUCTIO.N METHOD (Flotoing, gas lift, passping-eise and type of pump) WELL sTATUs (Producing or

P & A 7/10/98 ,
Plugged & Abandoned

"""" & A

DATE or TEST HOURS TEsTED CHOKE sizz PROD N. FOR OIL--88L. GAS-MCT. WATER-BSt.. GAS-Otra RATIO

TEST PERIOD

Flow. YtiBING PRESS. CASING PRES3CRE I CALCCLATED Otl.--BBL. GAS-MCF. WATER--BBL. OIL CEAVITT•API ICORE.)

24-noca natz

34. otsPostTros or osa (Sold, need for fuel, rented, etc.)
TEST wtTNasaco at

N/A
35. LisT Or ATTACHMENTS

Logs in Item #26
36. here AAtthe i e and attached information is completee andicorrect as deter toed from all available ecorda

7/30/98

therv CameYop
'(See instructionsand Spaces for Additional Date on Reverse
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 8

mo 999 18TH STREET - SUITE 300
DENVER, CO 80202-2466

Phone 800-227-8917
http://www.epa.gov/regionOS

JUL 2 4 2003
Ref: 8P-W-GW

CERTIFIED MAIL
RETURN RECEIPT REQUESTED

Michael Guinn
Vice President of Operations
Inland Production Company Field Office
Route 3 Box 3630
Myton, UT 84052

Re: Extension of Limited Authorization to Inject for
EPA Permit No. UT20702--04533
Tar Sands Federal #15-29-8-17;
EPA Permit No. UT20798--04545
Beluga #14-7-9-17; and
EPA Permit No. UT20891-04600
Odekirk #3-36-8-17.

Dear Mr. Guinn:

The Region 8 Ground Water Program office of the Environmental Protection Agency
(EPA) authorized a one hundred and eighty (180) day limited authorization to inject for theTar
Sands Federal #15-29-8-17 enhanced recovery injection well EPA Permit No. UT20702-04533,
the Beluga #14-7-9-17 enhanced recovery injection well EPA Permit No. UT20798-04545, and
the Odekirk #3-36-8-17 enhanced recovery injection well EPA Permit No. UT20891-04600.
This limited authorization to inject period was authorized to allow for stabilization of the
injection zone formation pressure prior to the radioactive tracer survey demonstration of Part II
(External) MI.

On July 5, 2003, EPA received from Inland a letter requesting an extension of the 180 day
deadline for Part II MI demonstration because operational information indicated to Inland that the
injection zone reservoir had not yet reached the point of pressure stabilization that would allow
for a valid Part II MI test by radioactive tracer survey.

RECEIVED

Printed on Recycled



ARTICLES OF AMENDMENT \n the
TO THE Secretary of State ofTexas

ARTICLES OF INCORPORATION
OF ËPÛ2 $

INLAND PRODUCTION COMPAN Y
CorporationsSection

Pursuantto the provisionsof Article 4.04 of the TexasBusinessCorporationAct (the
"TBCA"), the unders,igned corporation adoptsthe following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Onë of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shallread in its entirety as follows:

"ARTICLE ONE --- The name of the corporation is Newfield ProductionCompany."

ARTICLE 3 - Effective Date of Filing

This document will become effective
,. upon filing.

The holder of all of the sharesoutstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESSWHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



O OCorporationsSection gs o, Geoffrey S. Connor .

P.O.Box 13697 4 , A Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit:
WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
HANCOCK 14-23-4-1 23 040S 010W 4304733080 12331 Fee OW P
HANCOCK 11-23-4-1 23 040S Ol0W 4304733081 12355 Fee OW P
HANCOCK 4-26-4-1 26 040S 010W 4304733082 12492 Fee OW P
ODEKIRK SPRINGS lA-35-8-17 35 080S 170E 4304733549 12909 Federal OW P
ODEKIRK SPRINGS 15-35-8-17 35 080S 170E 4304733550 13094 Federal OW P
ODEKIRK SPRING 13-36-8-17 36 080S 170E 4304733076 12420 State D PA
SUNDANCE FED 14-31-8-18 31 080S 180E 4304734287 Federal OW APD K
FEDERAL 1-31-8-18 31 080S 180E 4304734494 13927 Federal OW P K
FEDERAL 2-31-8-18 31 080S 180E 4304734495 13959 Federal OW OPS K
SUNDANCE 7-32-8-18 32 080S 180E 4304734458 13987 State OW P K
SUNDANCE 8-32-8-18 32 080S 180E 4304734459 14047 State OW P K
SUNDANCE 9-32-8-18 32 080S 180E 4304734460 13988 State OW OPS K
SUNDANCE 11-32-8-18 32 080S 180E 4304734461 13962 State OW P K
SUNDANCE 12-32-8-18 32 080S 180E 4304734462 14031 State OW P K
SUNDANCE 13-32-8-18 32 080S 180E 4304734463 13964 State OW P K
SUNDANCE 14-32-8-18 32 080S 180E 4304734464 14046 State OW P K
SUNDANCE 15-32-8-18 32 080S 180E 4304734465 13978 State OW P K
SUNDANCE 16-32-8-18 32 080S 180E 4304734466 14028 State OW OPS K
FEDERAL 2-6-9-18 06 090S 180E 4304734013 Federal OW APD K
FEDERAL 3-6-9-18 06 090S 180E 4304734425 Federal OW APD K

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:
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6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05
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